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FB1106TE

Outdoor Ball Bearing Condenser Fan Motors

SINGLE PHASE - PSC
    Max.   Stock  Ambient    Dim
 HP RPM Volts Amps Frame Number Shaft “C” Enclosure Rotation Base Ref. Notes
		 1/2 	 1075	 208-230/460	 2.4/1.2	 48Y	 FB1056TE	 1/2”	FlAT	 40	 TEAO	 REVERSIBlE	 RESIlIENT	 13	
		 1/2		 1075	 208-230/460	 5.2/2.6	 48Z	 FB1056	 1/2”	FlAT	 60	 OAO	 REVERSIBlE	 RESIlIENT	 1	 211,212
			 3/4		 1075	 208-230/460	 6.0/3.0	 56Y	 FB1076	 5/8”	KEY	&	FlAT	 60	 OAO	 REVERSIBlE	 RESIlIENT	 2	 210
			 3/4		 1075	 208-230/460	 6.0/3.0	 48Y	 FR1076	 5/8”	KEY	&	FlAT	 60	 OAO	 REVERSIBlE	 RIgID	 3	 210
			 3/4		 1075	 460/208-230	 2.1/4.3-4.2	 56Y	 C662	 5/8”	FlAT	 60	 OAO	 RCC	 RESIlIENT	 7	 3
			 3/4		 1075	 208-230/460	 6.0/3.0	 48Y	 FB1076V1	 1/2”	FlAT	 60	 OAO	 REVERSIBlE	 RESIlIENT	 13	 318
 3/4 SPL	 1100	 208-230/460	 4.8-4.2/2.1	 56Z	 C663	 5/8”	FlAT	 40	 ODP	 CCW	 RESIlIENT	 8	 3,59,241
	 1	 1075	 208-230/460	 7.6/3.8	 56Y	 FB1106	 5/8”	KEY	&	FlAT	 60	 OAO	 REVERSIBlE	 RESIlIENT	 4	 209
	 1	 1075	 208-230/460	 9.0/4.5	 56Y	 FR1106	 5/8”	KEY	&	FlAT	 60	 OAO	 REVERSIBlE	 RIgID	 5	 209
	 1	 1075	 208-230/460	 4.2/2.3	 56Y	 FB1106TE	 5/8”	KEY	&	FlAT	 40	 TEAO	 RCC	 RESIlIENT	 14	 314
	 1  1/2		 1075	 208-230/460	 6.6/3.3	 56Y	 FB1156TE	 5/8”	KEY	&	FlAT	 40	 TEAO	 RCW	 RESIlIENT	 12	 314

three-phaSe    
    Max.   Stock  Ambient    Dim
 HP RPM Volts Amps Frame Number Shaft “C” Enclosure Rotation Base Ref. Notes
	 	 1/2 	 1140	 208-230/460	 2.5/1.25	 56Y	 FB3056	 1/2”	Flat	 60	 OAO	 Reversible	 Resilient	 6	
	 1	 1140	 460/200-230	 1.9/4.2-3.8	 56Y	 H685	 5/8”	Key	&	Flat	 60	 TEAO	 RCC	 Rigid	 9	
	 1	 1140	 575	 1.4	 56Z	 H964	 5/8”	Keyed	 60	 TEAO	 RCC	 Rigid	 10	
 1  1/2 	 1140	 460/200-230	 3.0/5.8-6.0	 56Y	 H768	 5/8”	Key	&	Flat	 60	 ODP	 RCC	 Rigid	 11	
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212.	FB1056	also	replaces	Dunham	Bush	motor	MTR-226
241.	Capacitor	and	rainshield	included
314.	1”	Extended	thru	bolt
318.	1-1/2”	Extended	thru	bolt

Notes:
	 	 3.	Special	OEM	Replacement	Motor	(see	pages	94-132)
	 59.	Suitable	for	use	with	low	ambient	speed	control
209.	FB1106	and	FR1106	also	replaces	motor	used	on	
	 							Kramer	Trenton	units	DD661,	DD791	
							(Recommend	FR1106	for	vertical	applications.)
210.	FB1076/FR1076	also	replaces	Kramer	Trenton			
	 							045-004	and	Universal	HF3W0R8K,	HF3W052N
211.	FB1056	is	the	same	as	FB1056X

Approximate Dimensions
 Ref. BM C N H BA 2F M
	 1	 8.69	 13.19	 4.50	 3.00	 2.43	 2.75	
	 2	 7.36	 12.31	 4.95	 3.50	 1.50	 2.75	 1.69
	 3	 7.31	 12.25	 4.94	 3.50	 2.75	 3.00	
	 4	 8.33	 12.83	 4.50	 3.50	 1.50	 3.00	
	 5	 8.00	 12.94	 4.94	 3.50	 2.75	 3.00	
	 6	 7.75	 13.41	 5.66	 3.50	 2.56	 3.00	
	 7	 9.75	 12.75	 3.00	 3.50	 2.75	 3.00	
	 8	 9.78	 14.35	 4.57	 3.50	 2.75	 3.00	
	 9	 8.86	 12.86	 4.00	 3.50	 2.75	 3.00	
	 10	 9.78	 13.81	 4.03	 3.50	 2.75	 3.00	
	 11	 10.34	 16.81	 6.47	 3.50	 2.75	 5.00	 3.00
	 12	 11.59	 18.06	 6.47	 3.50	 2.75	 3.00	
	 13	 8.24	 13.74	 5.50	 3.00	 2.43	 2.75	
	 14	 10.59	 17.31	 6.72	 3.50	 2.75	 3.00	

C663

features:

Important:	Use	amps	as	well	as	HP	for	replacement	reference.

•	 Auto	Protector	
•	 Base	Mounted	
•	 Ball	Bearing	
•	 Capac.	Mounted	(Single	Phase)	
•	 Open	Lead	End	Only	
•	Reversible
•		1.0	Service	Factor
•		60Hz	




